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(57) Abstract: The invention relates to a method for call billing a communication link (KV) established between a first communi- 
cation terminal (KEG I) of a first packet -switched communication network (INET) and a second communication terminal (KEG2) 
of a second packet-switched communication network (IMS, GPRS). A request message (AF) for establishing the communication 
link (KV) is conveyed from the first communication terminal (KEG1) or from the second communication terminal (KEG2) to a 
transition node (GW1, GW2) arranged between the first (INET) and the second (IMS, GPRS) communication network. The request 
message (AF) is conveyed again from the transition node (GW1) to an evaluation and control unit (RBF), said evaluation and control 
unit (RBF) evaluating the request message with respect to the origin thereof and normally determining whether the communication 
connection (KV) which is to be established (KV) is billed or is treated without billing and call billing is carried out in a manner 
corresponding to a call charge computer (GS). 
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(57) Zusammenfassung: Die voiiiegende Erfindung betrifft ein Verfahren zum Vergebuhren einer Koinmunikationsverbindung 
(KV), die zwischen einein ersten Kommunikationsendgerat (KEG I) eines ersten pake tvermittel ten Kommunikationsnetzes (INET) 
und eines zweiten Kommunikatioiisendgerates (KEG2) eines zweiten paketvermittelten Kommunikationsnetzes (IMS, GPRS) aufge- 
baut wird, bei dem Yon dem ersten Kommunikationsendgerat (KEG1) oder von dem zweiten Kommunikationsendgerat (KEG2) aus 
eine die Kommunikationsverbindung (KV) betreffende Aufbauforderungsnachricht (AF) zu einem Obergangsknoten (GW1, GW2) 
zwischen dem ersten (INET) und dem zweiten (IMS, GPRS) Kommunikationsnetz geleitet wird, die Aufbauforderungsnachricht 
(AF) von dem tlbergangsknoten (GWl) zu einer Auswerte- und Steuereinheit (RBF) weitergeleitet wird, die Auswerte- und Steu- 
ereinheit (RBF) die Aufbauforderungsnachricht hinsichtlich ihrer Herkunft auswertet und in einer Regel festlegt, ob die betreffende 
aufzubauende Kommunikationsverbindung (KV) vergebiihrt wird oder aJs gebuhrenlrei behandelt wird und ttber einen Gebiihren- 
rechner (GS) die Veigebuhrung enlsprcchend vurgenummen wird. 



